shuttle car.  The miner was taking a right-sided cut and had pene-
trated 8 to 10 feet into the face.

10.  At the time of the inspection, the fan was being moved
from the No. 4 entry between Room 21 and 22 and the tubing had been
removed from the face area of Room 24.

11.  At the time of the inspection, there was little or no air
going to the working face.  The miner operator was sitting about

5 feet outby the inby rib and was in fresh air.  The air movement at
the face was substantially less than 60 feet per minute.  The con-
tinuous miner and the shuttle car did not act_ as a line curtain in
ventilating the face area.  I find that the miner was positioned at
approximately a 90 degree angle to the face cutting coal straight on
On this issue I am accepting the testimony of Inspector Stritzel,
which is supported by the testimony of Mr. Reed, as against the con-
tradictory testimony of Mr. Webb.

12.  At the time of the inspection the atmosphere in the face
area where the continuous miner was operating was dusty and there
was little or no air movement.  The room was well rockdusted.

13.  The methane monitor on the continuous miner was operating
properly at the time of the inspection.  There were no permissibil-
ity violations on the continuous miner.

14.  The subject mine was classified as a gassy mine because it
had been tound to liberate excessive quantities of methane and was
on a 10-day spot inspection program under section 103(1) of the Mine
Safety Act.

15.  Checks for methane on July 29, 1981, did not reveal any
methane accumulations in the face area of the fourth southwest sec-
tion of the subject mine.

16.  The alleged violation was abated and the citation termi-
nated by the repositioning of the fan in the last open crosscut
between Room 23 and 24, with three or four sections of tubing on the
fan extending to within 10 feet of the face.  Thereafter, an air
reading was taken which showed the air velocity was 64 feet per
minute.

FINDINGS OF FACT APPLICABLE TO CITATION NO. 1114859

17.  After the abatement described in finding 16, the inspec-
tor, Mr. Webb and Mr. Reed proceeded to the last open crosscut
between Rooms 21 and 22.  The inspector attempted to take an air
reading with his anemometer but was unable to do so.  He then took
an air reading by using a chemical smoke cloud test which showed a
volume of 7,654.5 cubic feet of air per minute. be
